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M o b i l e  c o m p a c t  f i l t e r
P l u g  &  P l a y  –  i n s t a l l a t i o n

 

We now set new standards for how easy-to-operate and 

efficient a compact filter can be.

The filter has an elegant and timeless design which can be 

fitted into existing production environments and facilities.

• Simple and fast installation – Plug & Play

• Compact construction

• Low-noise

• Up to three collection bins of 165 litres

• Integrated pre-separator inlet

• Low operating costs

• Efficient and compressed air cleaning

• Set it & forget it: minimal maintenance

• Also suitable for outdoor assembling under cover

Options:

Fire fighting

Frequency transformer / variable suction

Constant suction / PID-regulated

Arrestance filter vs. outlet ø200-400 mm

JK-MCF (Dn) 160 200 250 300

PMotor (kW) 3,0 4,0 5,5 7,5

Qmax (m3/h) 2000 3000 4900 6000

Qnom (m3/h) 1450 2260 3554 5100

P (Pa) 3000 3000 3000 3000

Collection bin (L) 1 x 165 2 x 165 2 x 165 3 x 165

Filter area (m2) 10 20 20 30

Dimensions HxWxL 2350 x 1230 x 1965 2350 x 1230 x 2775 2350 x 1230 x 2775 2350 x 1230 x 3585

Weight (kg) 747 1034 1057 1342


